Printing photos from Adobe Photoshop (OS Windows)

Output ICC profile application for:
o inkjet photo paper FOMEI Collection Baryta SILK 310
e photo printer Canon iPF PRO-1000
e 0OS Windows and sw Adobe Photoshop

This document helps you to produce photos with a predictable and repeatable result.
The goal is to print the faithfull color and truly black&white photos. The tutorial will
guide you through Adobe Photoshop color management and printer driver settings.
The output ICC profile will be applied in the Adobe Photoshop, so color management
in the printer driver will be disabled (turned off).

Recommendations
e have professionally calibrated and profiled display
e keep your printer in perfect condition, verify the nozzle functionality (nozzle check)

e view the photos in daylight or under standardized light source (CRI 2 97)

Working with ICC profile — Quick guide for professionals

Save the downloaded output ICC profile into the folder C:/Windows/system32/spool/
drivers/color.

In the Adobe Photoshop print dialog box select Color Handling: Photoshop Manages
Colors, set the downloaded ICC profile and for Rendering Intent select Relative Colori-
metric with Black Point Compensation turned on, see Table 1 and Figure 2.

In the Canon iPF PRO-1000 printer driver (click the Print Settings in Adobe Photoshop
print dialog box) select Photo Paper Pro Platinum, the highest available Print Quality
and turn on Color/Intensity Manual Adjustment. In the Manual Color Adjustment
dialog box, on the Color Adjustment tab select Defaults (all values to 0) and on the
Matching tab select None (see table 2 and Figures 3, 4 and 5).

Adobe Photoshop (Figure 2)

Color Handling: Photoshop Manages Colors
Printer Profile: FOMEI_Collection_Baryta_SILK_310_iPF_PRO-1000_PPPP_HQ

Normal Printing

Rendering Intent: Relative Colorimetric

turn on Black Point Compensation

Table 1: Adobe Photoshop print dialog box settings

Canon iPF PRO-1000 printer driver (Figures 3,4 a 5)

Quick Setup tab - Media Type: Photo Paper Pro Platinum
Print Quality: Highest

turn on Color/Intensity Manual Adjustment

Manual Color Adjustment dialog box - Color Adjustment tab - Defaults (all values to 0)

Matching tab - None

Table 2: Printer driver settings

If this quick guide does not suit you, continue reading the step-by-step instructions.
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Detailed instructions for working with output ICC profile

ICC profile location Adobe Photoshop color management settings

Save the downloaded output ICC profile FOMEI_Collection_Baryta_SILK_310_iPF_PRO- Open Adobe Photoshop and check the basic color management settings in Edit —
1000_PPPP_HQ into the system folder: Color Settings menu, see Figure 1.

C:/Windows/system32/spool/drivers/color. This setting ensures correct operation of the Adobe Photoshop color management

system. The image color information will be preserved.
This will make the ICC profile available for Adobe Photoshop color management.

Note: Owners of wide-gamut displays can set Adobe RGB (1998) as RGB working space.

Color Settings *
Seftings: Custom
Working Spaces Conversion Options
SRGB IEC61966-2 Epgine: Adobe (ACE)
Coated FOGRA39 (ISO 12647 04) Intent: Relative Colorimetric

Gray: Gray Gamma 2.2 Use Black Point Compensation

Spot: Dot Gain 20% Use Dither (8-bit/channel images)

Compensate for Scene-referred Profiles Preview
Color Management Policies
RGE: Preserve Embedded Profiles - Advanced Controls
Preserve Embedded Profiles ~ Desaturate Monitor Colors By:
Preserve Embedded Profiles -
Profile Mismatches: Ask When Opening Ask When Pasting

Missing Profiles: (@ Ask When Opening

Description

Figure 1: Recommended color management settings in Adobe Photoshop CC (Edit — Color Settings menu)
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Printing from Adobe Photoshop

Open the image you want to print in Adobe Photoshop. Go to the Photoshop print Click the Print Settings button and check the settings in the printer driver according
dialog box by selecting Print in the File menu, see Figure 2. to Figures 3, 4 and 5.

In the Printer Setup area select the printer Canon iPF PRO-1000.

Photoshop Print Settings X @21 Canon PRO-1000 series Properties X

Printer Setup Quick Setup  Main  Page Setup  Maintenance
Printer: ~ Canon PRO-1000 series Commonly Used Settings
Print Settings... Standard
Phato Printing
Business Document
Paper Saving

olor Save... Delete
dialog box. [[] Preview before printing
Additional Features
[] Barderess Printing
[ Black and White Photo Print

Printer Profile:  FOMEL_Collection_Baryta_SILK_310_iPF PR._. Color/Intensity Manual ﬁdjustrner@

Normal Printing @

Color Handling:  Pho

Rendering Intent:  Relative Colorimetric Media Type: HAer.Eoper Sz
@ Photo Paper Pro Platinum Ad+ 13"%19" I3x48cm v
s
Black Point Compensation Orientation: @ Portrait @] Langscae
Print Quality: Paper Source:
Highest e Rear Tray ~
Description
Copies: |: = (1-999)
' Position and Size
[ Mways Print with Curment Settings Defaults

¥ Printing Marks

? Functions Cancel Help

PostScript Options Disabled

Match Print Colors

Reset pone | ( print

Figure 2: Print Color Management settings (File - Print menu) in Adobe Photoshop CC Figure 3: Printer driver settings - Properties - Canon iPF PRO-1000
1 - Color Handling: Photoshop Manages Colors A - Media Type: Photo Paper Pro Platinum

2 - Printer Profile: FOMEI_Collection_Baryta_SILK_310_iPF_PRO-1000_PPPP_HQ B - Print Quality: Highest

3 - Normal Printing C- select the required paper size and source

4 - Rendering Intent: Relative Colorimetric with Black Point Compensation D - turn on Color/Intensity Manual Adjustment and check the

settings according to Figures 4 a 5
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Manual Color Adjustment b4
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Figure 4: Printer driver - Manual Color Adjustment - Color Adjustment tab

On the Color Adjustment tab select Defaults (all values to 0), on the Matching tab
select None (see Figures 4 a 5) and confirm with OK.

In Adobe Photoshop print dialog box open the Color Management and check the settings
(see Figure 2, items 1-4).

And now you can print!
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Manual Color Adjustment b4

Color Adiustment  Matching  Clear Coating
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Defaults
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Figure 5: Printer driver - Manual Color Adjustment - Matching tab

Note: You have downloaded generic output ICC profile for FOMEI Collection Baryta SILK
310 paper. It was created with all the care on the Canon iPF PRO-1000 photo printer,
using a professional measuring equipment and profiling software, under recommended
conditions (temperature 18-25 °C, humidity 40-60 %). FOMEI is not responsible for the
inaccurate results of the ICC profile deployment in your workplace. To get a custom ICC
profile based on your particular printer, contact us at fototisk@fomei.com.

Convert image data to photography, print your snaps. Beyond your own joy from the
fact ,,| can complete the photo process”, you will find that on the paper photos you
can discover the context and mistakes that the display has concealed. By printing
and evaluating your photos, you will become a better photographer. Good light!
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